
26790 Madison Ave.
Murrieta, CA 92562

888-304-0660

www.waterstoneco.com
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Made in the U.S.ADATE: 1-10-08

FAUCETS

Technical Specifications:
! Solid brass or Stainless Steel construction.
! 1/4 turn ceramic disk valve cartridge.
! Lever handle.
! 1.1 gpm maximum flow rate.
! 360 degree swivel spout.
! 1/4” compression connection.
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Connection tubing:
Supply- 1/4” Blue LLDPE (plastic) x 48”
To Hot Tank inlet- 1/4” Red LLDPE (plastic) x 36”
To Hot Tank outlet- 5/16” Clear PTFE (Teflon ) x 36”
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CHROME: $ 415.00

GROUP 1: $ 450.00

GROUP 2: $ 480.00
     

GROUP 3: $ 495.00

     

     

         

STAINLESS: $ 535.00

LIST PRICE

CHROME: $ 445.00

GROUP 1: $ 480.00

GROUP 2: $ 510.00
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STAINLESS: $ 565.00

LIST PRICE

CHROME: $ 365.00

GROUP 1: $ 400.00

GROUP 2: $ 430.00
     

GROUP 3: $ 455.00

     

     

         

STAINLESS: $ 495.00

LIST PRICE

Technical Specifications:

 
! 1/4 turn ceramic disk valve cartridge.
! Lever handle.
! 1.1 gpm maximum flow rate.
! 360 degree swivel spout.

! Compatible with Reverse Osmosis
! Solid brass or Stainless Steel  construction.
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! 1/4 turn ceramic disk valve cartridge.
! Lever handle.
! 1.1 gpm maximum flow rate.
! 360 degree swivel spout.
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! Solid brass or Stainless Steel  construction.
 Compatible with Reverse Osmosis
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Complies with the following:
 ASME A112.18.1
 CSA B125.1
 NSF 61
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ITEM NO:

1900
STYLE: HUNLEY

JOB NO:

INTENDED USE: Filtration Faucet
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ITEM NO:

1900C
STYLE: HUNLEY

JOB NO:

INTENDED USE:
FILTRATION FAUCET - COLD ONLY

Codes/Standards Applicable
Specified model meets or exceeds the following:

! ASME A112.18.1
! CSA B125.1
! NSF 61
! ADA

ITEM NO:

1900C
STYLE: HUNLEY

JOB NO:

INTENDED USE:
FILTRATION FAUCET - COLD ONLY
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