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PRODUCT INFORMATION

Motor
3-speed, 1/4 HP, 120V, 1 phase, totally enclosed, ball bearing, 
permanently lubricated, permanent split capacitor

Controls
Rear mounted pull cord switch

Power Cord
Black, 10', 3-conductor, SJT type

Coating
Blade, Guard, and Mounts are powder coated steel

Compliance
ETL, OSHA

Oscillation
90°
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INDUSTRIAL GRADE QUIET 
WALL MOUNTED FANS
INDUSTRIAL GRADE QUIET 
WALL MOUNTED FANS

     BLADE  PRODUCT WEIGHT CUBE LIST
 MODEL  DESCRIPTION  SIZE  DIMENSIONS (LBS.) (FEET) PRICE 
 99538  30" Quiet, Oscillating Wall Mount Fan  30"  33.5"L x 24"W x 33.5"H 53.5 6.03 $410.00 
 99539  24" Quiet, Oscillating Wall Mount Fan  24"  27"L x 24"W x 27"H 49.5 8.26 $400.00 

SPECIFICATIONS

Industrial Grade Quiet Wall Mount Fans provide the perfect solution 
for areas with limited floor space that need high volume air 
movements while still being quiet. Perfect for churches, banquet 
halls, auditoriums, and other large spaces.

The Quiet Wall Mount Fans incorporate a quiet speed into the controls of the fan. 
This quiet speed allows the fan to operate at a reduced sound level, while still 
delivering powerful air circulation. For times when additional power is needed, the 
fan can be operated using the other speeds.

30” Quiet Wall Mount Fan
99538

24” Quiet Wall Mount Fan
99539

Tested in accordance with AMCA standard 230-99.  •  Specifications are subject to change.

PERFORMANCE
    CFM   RPM   AMPS   WATTS   DB A  
 MODEL TYPE HIGH MED QUIET HIGH MED QUIET HIGH MED QUIET HIGH MED QUIET HIGH MED QUIET 
 99538 30" 1/4 HP 7450 6090 3450 1010 860 530 2.2 1.6 0.6 245 185 70 68 64 50 
 99539 24" 1/4 HP 5030 4320 2280 1025 880 480 2.0 1.6 0.6 250 190 70 69 65 48 
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