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Assembled Dimensions:
- 64.75”L x 5.5”W x 21.75”H; 71 lbs

Technical Information:
- Heat output: 5,100 BTUs
- Heating power: 120V/60Hz, 1,500W, 12.6 amps
- Constructed of metal and tempered glass
- Includes electric firebox with a front glass panel, remote control, 6' power 
  cord with lay-flat plug, hardware, wall-mount bracket, feet (2), hardwire plate, 
  log set, crystal filler and stone filler
- Multiple heat settings ranging from 71°F to 99°F
- Provides supplemental heat for rooms up to 1,000 sq ft
- Thermostat turns o� when desired temperature is reached
- Turn heat option o� to enjoy heatless flames year-round
- Timer setting from 30 minutes to 6 hours
- Multiple flame colors: orange, orange/red, red, blue, white or color changing
- Five flame brightness levels
- Fireplace can be wall-mounted, recessed into the wall or stand on feet
- Automatic safety shut o� device
- CSA and FCC certified
- 1 year limited warranty on electric firebox
- Assembly required

Shipping Specifications:
- Ships small parcel
- Box 1: Firebox
  67”L x 10.5”W x 25.5”H; 93 lbs

Country of Origin:
- China
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Available finish: Black 

Developed as an alternative to wood burning and gas fireplaces the Real 
Flame® Wall Mounted/Recessed Electric Fireplace Insert mimics the look 
of a real fire, but does not require a chimney or vents and conveniently 
plugs into a standard outlet. This modern fireplace insert can be hung 
directly on the wall, recessed into the wall or can stand on the included 
feet. Features multiple heat and flame color settings and the heat option 
can be turned o� so you can enjoy the welcoming ambiance of your 
fireplace year-round. A remote control, mounting hardware, log set and 
two filler options are included.

For sales information:
sales@realflame.com
For additional information:
www.realflame.com

65” Wall Mounted/Recessed Electric Fireplace Insert


