
Job/Customer  ______________________________________  Date  ______________________  Contractor _________________________________

Model Specified  ____________________________________  Qty  _______________________  Approved By ________________________________

Designer/Engineer  __________________________________  Date  ______________________  Contractor’s PO# ____________________________

Submitted by  _______________________________________  Date  ______________________  Other ______________________________________

THIS SPACE FOR DESIGNER/ ENGINEER APPROVAL

4141 Series
& 4141HV
FuLL PORT FORGED bRASS
uNI-FLANGE bALL VALVES
w/ DETACHAbLE ROTATING FLANGE
& HI-FLOw HOSE DRAIN, bONuS wING 
STyLE “T” HANDLE, NuTS & bOLTS
IPS x ROTATING FLANGE
600 wOG - ISO 9001:2000

The Only way To 
Isolate Circulator Pumps

ITEM # SIZE  P/CARTON  P/CASE A b C D E F G H I L
41413 3/4” 2 20 3/4 3 13/16 2 3/8 4 3/8 1/2 1 2 11/16 4 3/16 1/2
41414 1” 2 20 1 4 1/4 2 5/8 4 5/8 3/8 1/2 1 1/4 2 11/16 4 3/16 1/2
41415 1 1/4” 2 20 1 1/4 5 5/16 3 1/16 4 5/8 3/8 1/2 1 9/16 2 11/16 4 3/16 3/4
41416 1 1/2” 2 10 1 1/4 5 5/16 3 3/8 5 1/2 3/8 1/2 1 15/16 2 11/16 4 3/16 3/4
41413HV 3/4” 2 20 3/4 3 13/16 2 3/8 4 3/8 5/8 1 2 11/16 4 3/16 1/2
41414HV 1” 2 20 1 4 1/4 2 5/8 4 5/8 3/8 5/8 1 1/4 2 11/16 4 3/16 1/2
41415HV 1 1/4” 2 20 1 1/4 5 5/16 3 1/16 4 5/8 3/8 5/8 1 9/16 2 11/16 4 3/16 3/4
41416HV 1 1/2” 2 10 1 1/4 5 5/16 3 3/8 5 1/2 3/8 5/8 1 15/16 2 11/16 4 3/16 3/4

NO. DESCRIPTION MATERIAL  
  1 FLANGED BODY BRASS
  2 END cAp BRASS
  3 SEAtS ptFE
  4 BALL BRASS Hcp
  5 StEm BRASS
  6 StEm SEAL ptFE
  7 pAcKING GLAND BRASS
  8 LEVER HANDLE cp StEEL
  9 HANDLE Nut BRASS
10 HANDLE jAcKEt VINYL
11 SEAt REtAINER BRASS
12 DRAIN VALVE BRASS
13 DRAIN VALVE SEAtS ptFE                                        
14 DRAIN VALVE BALL BRASS Hcp
15 DRAIN VALVE StEm BRASS
16 DRAIN VALVE StEm SEAL ptFE
17 DRAIN VALVE HANDLE ENAmEL cOAtED ALumINum
18 FLANGE BOLtS & NutS StEEL
19  wING StYLE “t” HANDLE cp  StEEL w/ VINYL GRIpS
20 ROtAtING FLANGE BRASS
21 FLANGE RING ABS

 TEMP ºF wOG  

 100 600
 150 490
 200 470
 250 439
 300 411
 350 294
 366 N/A

Tel: (800) 225-9529 • Fax (800) 336-5133

Webstone product specifications in U.S. customary units are approximate and are provided for reference only.  Webstone reserves the right to change or modify product design, construction, specifications 
or materials without prior notice and without incurring any obligation to make such changes and modifications on Webstone products previously or subsequently sold. 

Specifications: Designed for residential, commercial or industrial use with water, oil or gas.  This approved Webstone Valve is actuated by a blowout proof stem 
and features an adjustable packing nut.  Threaded ends comply with ANSI B1.20.1

4141spec_041409

R

Integral Quarter Turn Purge and Drain Feature
With Rotating Flange &

PATENTED DESIGN


