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Para CoNsTruCCióN Nueva
1. Posicione la caja en la vigueta haciendo que los (4) agujeros 

de 6 mm del respaldo de la caja corran paralelos con y estén 
centrados con el borde inferior de la vigueta.

2. Marque los (4) agujeros y taladre agujeros pilotos de 2 mm 
para montar los tornillos. 

3.	 Instale	la	caja	de	techo	firmemente	a	la	vigueta	empleando	
por lo menos (4) tornillos chapa metálica de #12 X 25 mm de 
largo.

aDverTeNCia

Los TorNiLLos Para moNTar eL veNTiLaDor y 
araNDeLas De seguriDaD que vieNeN CoN eL 
veNTiLaDor DeBeN usarse eN eL moNTaje DeL 
veNTiLaDor o aParaTo a La Caja.

Para TraBajar eN CoNsTruC-
CióN vieja
1. Corte un agujero de 103 mm de diámetro en el techo, centrán-

dolo en la vigueta (emplee el frente de la caja como patrón).
2. Luego siga los pasos 1, 2 y 3 dados para construcción 

nueva.

For NeW CoNsTruCTioN
1. Position box on joists with (4) 1/4” diameter holes in back of 

box running parallel with and centered on the bottom edge of 
joist.

2. Mark the (4) holes and drill 3/32” diameter pilot holes for the 
mounting screws.

3. Mount ceiling box securely to joist using (4) #12 x 1” long sheet 
metal screws minimum.

WarNiNg

THe FaN mouNTiNg sCreWs aND LoCK WasHers 
FurNisHeD WiTH THe BoX musT Be useD For 
mouNTiNg THe FaN or FiXTure To THe BoX.

For oLD  WorK CoNsTruCTioN
1. Cut a 4-1/16” diameter hole in the ceiling, centered on a joist 

(use the box face as a template).

2. Follow steps 1, 2 and 3 for new construction.
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