
Specifications:
General

•	Water seeded glass curved panels

	 P5649: 4-7/16", 5-7/8" ht.

	 P5650: 5-13/16", 6-15/16" ht.

	 P5651: 6-3/4", 7-11/16" ht.

	 P5652: 15-13/16", 6-15/16" ht.

	 P5653: 6-3/4", 7-11/16" ht.

•	Each glass panel replaceable

•	Painted Antique Bronze (-20), Textured 
Black (-31) finish

•	Candle covers match fixture finish

•	Die-cast aluminum construction

•	Solid brass interior components

•	Companion Chain hung lantern, Close-
to-ceiling, Landscape, Post top lantern, 
Wall lantern, fixtures are available

Mounting

•	Wall mount 

• Back plate covers a standard 4" 
hexagonal recessed outlet box

	 P5649: 5" W., 14" ht.

	 P5650: 5-13/16", 6-15/16" ht.

	 P5651: 6-3/4", 7-11/16" ht.

	 P5652: 15-13/16", 6-15/16" ht.

	 P5653: 6-3/4", 7-11/16" ht.

•	Mounting strap for outlet box included

Electrical

•	Candelabra base phenolic sockets

•	6" of wire supplied

•	Pre-wired  

Labeling

•	UL-CUL Wet location listed
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Finish

Catalog
No.

Antique 
Bronze Lamping

Dimensions (Inches)

A B C D

P5649 -20 -31 2-60w (c)  6-5/8 14-13/16 9-3/8 4

P5650 -20 -31 3-60w (c)  8-5/8 17-1/4 10-3/8 4-1/2

P5651 -20 -31 3-60w (c)  9-5/8 20-1/2 12-3/4 7

P5652 -20 -31 3-60w (c)  8-5/8 26-1/4 12-3/8 20-5/8

P5653 -20 -31 3-60w (c)  9-5/8 28 12-3/4 21

Type    ____________

-20 -31

P5649

P5650

P5651

P5652

P5653

Incandescent	 Ashmore	 Outdoor


